Art. Nr.0641810309000

V06F19

	Fire-protection insulating set ELSASS


1 IMPORTANT ADVICE
In order to avoid inadmissible effects of heat upon inflammable or statically sensitive construction elements (e.g. wooden walls or supporting walls of reinforced concrete), it is necessary to protect them from excessive heating up. For shielding, there is used a fire-protection insulating set (consisting of shielding metal sheets). This fire-protection set must be always mounted unconditionally in case of inflammable or statically sensitive walls! We recommend employing this fire-protection insulating set even with non-flammable walls.

2 PARTS OF FIRE-PROTECTION INSULATING SET
	Part No.
	Number
	Denomination
	Part No.
	Number
	Denomination

	183135
	2
	Shielding metal sheet of rear wall
	182398
	2
	Spacer

	180597
	3
	Fastening screws 
	183217
	1
	Insulating mat 80 mm

	0641850700002
	2
	Shielding metal sheet
	
	
	



3   INSTALLATION OF SHIELDING METAL SHEETS OF REAR WALL UPON THE EXTENSION TOP OF THE HEATING
The installation of the shielding metal sheets of rear wall of the fireplace insert must be carried out prior to mounting of the outer lining of artificial stone.
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Screw three fastening screws upon threaded pivots on rear side of the fireplace insert (see fig. 1).

2. Cut out a perforated round hole for passage of the flue pipe in both the shielding metal sheets so that it might be possible to pass the flue pipe through the hole. 
3. Connect both the shielding sheets mutually by deflecting both the fitting pieces of the metal sheet of extension top by 90° (see fig. 2). Next, insert the shielding metal sheet of the extension top with deflected fitting pieces into the grooves of the shielding sheet of rear wall (both on the left and on the right)  and bend the fitting pieces completely; in this way, both the parts come to be fixed (see fig. 3). In this way, you have prepared two sets of shielding metal sheets.

4. Next, hang both the sets of shielding metal sheets upon fastening screws (for each one, there serves one groove in the fastening screw). Check the correct direction according to figures (see figs. 4 and 5).

5. Finally, it is still necessary to insert both the spacers into the upper shielding metal sheet, in order to provide for a sufficient distance (see figs. 6, 7 and 8).

4   INSULATION OF THE FLUE PIPE
After having connected the fireplace insert to the chimney, it is still necessary to enwrap the flue pipe behind the shielding metal sheet of the rear wall and the inlet to the chimney with the enclosed insulating mat.
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Fig. 6

















Fig. 4
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Fig. 7





Fig. 3
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Fig. 5
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Fig. 2
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